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TECHNICAL MEMORANDUM NO. 548.

CONTRIBUTION“TO”THE”STUDY“OF“NORMAL BURNING
IN CGASEOQUS CARRURETED HMIXTURES,*
By M. R. Duchene.

(Reproduced by permission of the Director of Research
of the French Air Ministry and the author.)

PART II.

Chapter III.

Experimental Results

12, General Aspect of the Explosive Process.— All of the

photographic figures obtained have the general characteristics
of Figure 11l.

It is to be noticed that the flame front propagates itself
at variable velocity from one end of the tube to the other. At
the start the velocity is not null but is accelerated for some
thousandths of a second (405 for hydrocarbons of G ). At the
point where the curve makes its first inflection, the velocity
is maximum. At this point the veiocity decrenses rapldly to
reach its minimum. There then follows a second point of in-
flection. The velocity then increases slowly till it has reached
the extremity of the tube,

The combustion is not terminated at this instant but incan-

descence continues in the tube for a period about equal to that

*From Service Technique et Industriel de 1'Aéronautique, Bulle-
tin Technique No. 54, December, 1928. For Part I, see Tech-
‘nical Memorandum No. 547. '
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required for the flame to traverse the tube. If the intensity
of luminescence on the film is comparable to the intensity of
chemical reaction, it would indicate that the processes of com-
bustion taking place aftervthe flame nhad traversed the tube was
more important than the combustion éonnected with the propaga-

tion. of the flame.

13, The Measgsure of Velocity.~ The rate of displacement of

the photographic film may be accurately known (See Section 11,
Part I - N.A.C.A, Technical Memorandum No. 547, page 17) and the
obaQue strips placed two centimeters apart along the t be serve
to determine the distance traversed by the flame front.

In order to increase the precision of measurement, we have
drawn a pantograph of each photographic figure. From the curves
gso obtained we have measured the differences of the ordinates

Ae, corregponding to the differences of the abscissas A,
At

and have taken for the velocity over the period t + =~ the
N 1
value of -%% . At was taken egual to 5000 gsecond.

14, Influence of the Ignition Spark.- The electrical ener-

gy liberated by the spark has an influence on the propagation
of the reaction area.

The following influences have been observed:

1. On the lower 1limit of inflammability as shown by theg

table given below,
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| _ Hydrocarbon 15 agngth of . Spark Ggpmm
‘ Cnin for flame No propagation
propagation for ¢ =
Cyclohexene G H,, 842 10.3
i | - Hexane CgH,, ' 6.4 ‘ 8.5

The spark is usually designated by the length of gap; but
in all cases for this study the.length of gap was about 1 mm.
The indicated concentration is given by the expression
c = 100 x Rydrocarbon v, weight, .

air
2. By the darkening of the photographic plate. This takes

place progressively in the first case (Fig. 12) and takes place
abruptly in the second case (Fig. 13.).

In the second case (Fig. 12,) the flame is extremely weak

in actinic quality at first and at the second point of inflec-
tion becomes brusquely very actinic, and this quality extends
into the gases that have already been traversed by the flame

area. From this it seems probable that the first reaction 1s

succeeded by a second of quite different nature, for which the
first served only as a preliminary.

Although the spark characteristic in this case corresponds
to a max1mum explogive distance greater than 10 mm at atmospheric
pressure, the propagation developed by 1t alwayo corresponds to
that given by a spark of 15 mm max1mum.exp1081ve distance; that

is, to say, it follows the mode shown by Figure 13,.
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15+ Influence of Mixture Ratio on Flame Velocity.—- Two sets

of observa$ignsrmade under conditions somewhat different were
carried out. The records are designated set A and set B. There
are shown below by coordinate figures the curves for flame veloc-—

ities of the reaction expressed as functions of time and mixture

ratio.
Experimental Conditions
A B
Dimensions of explosive tube length 85.5 mm length 109 mm
(Fig. 9) \diam. 23,5 " diam. 23 "
Volume of tube 37.0 cm3 43 cm3
Ratio of compression 1 at 4.3 4,4
ignition * ¢
Initial temperature (before 85%¢ 25%¢
compression)
Spark characteristic (length & mm 15
of gap)

»

16.>Benzene, CeHe dyg = 0.880 (Fig. 13) — Experimental

Conditions, A.- The numbers given the curves in the figure re-

hydrocarbon
air

fer to the mixture ratio, ¢ = 100 expressed im
terms of masé. ' :

For ¢ = 7.5 the photographic record was very weak. Re-
sults from this record are not shown in Figure 13. There Was no
- luminosity of the gases after the passage of the flame.

For those concentrations whose curves are given in the fig-

ure, luminosity was present in all cases after the flame had

rassed. The intensity of the luminous effect increased progress-
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ively and reached its maximum after the flame had traversed the
tube.

The time required for the flame to traverse the tube is
given by the graph. It may be seen that this period is the
greatest for ¢ = 8,9 and ¢ = 21; that is to say, for the rich-
est and poorest mixture ratios observed., For ¢ = 15.6 the flame
velocity is greatest and the time required to traverse the tube
the least.

The duration of luminosity in the tube varies from 26 to 29

thousandths second.

17. Cyclohexane, GCeH,. dn = 0.809 (Fig., 14) — Experimental

Conditions, A.- In general, the actinic properties of the flame
in this reaction are feeble at first, then abruptly become in-
tense, following the order shown in Figure 13,.

It is also to be noted that a maximum velocity occurs for
¢ = 15.8 the same as for benzene, CJHy.

The velocity shows a decrease for weak as well as for rich-
mixture ratios.

The durationm of the luminous effect varies between 32 and

30 thousandths second - gimilar to that of benzene.

18. Cyclohexane, CgH,- (Fig. 15) — Experimental Conditiong,

B.—~ The mixture ratio ¢ = 7.3 gives a faintly luminous reac—
tion. For still lower mixture ratios a traceable photograph was

not secured.,




T.A.C.A. Technical Memorandum No. 548 6

In this series of experiments we did not go above the mix-
fuférraiio c = 14; bﬁt it is eVident this‘nﬁmber is gstill below
that for maximum velocity.

- Under these experimental conditiéns, and contrary to the re-
sults observed under conditions A, the darkening of the photo-
graphic figures was gradual and progressive (See Section 14: In-

fluence of the Ignition Spark, page 3).

19. Cyclohexene, OCaH;n de=0.8089 (Fig. 18) — Experimental

Conditions, A (defined above).- Maximum velocity was obtained

for ¢ = 17.7.

As was observed for cyclohexane, the darkening of the photo-
graph is in this case also abrupt. It presents the appearance
shown in Figure 13;.

Some of the photographs show clearly a propagation: by re-
flection following the passage of the flame through the tube.

Two successive reflections in contrary sense are distinguishable
(See Plate I, photograph 1).

From this it may be supposed that the luminosity that de-—
velops after the passage of the flame is the result of successive
propagations, first in one direction, then in the other, in the
course of which the combustion is completed,

The duration of luminosity in this case is between 38 and

37 thousandths of a second
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30e~ Cyclohexene, C.H,, (Fig. 17) — Experimental Conditions,

B (defined above).— When under the experimental conditions A
a propagation will not develop below the mixture ratio c = 11.5,
under conditions B',it is found that a propagation occurs for a
mixturé ratio ¢ = 8.3.
Thig difference may be explained by the difference im ener-
gy of the electric spark in the two cases {See Section 14, pagerz),
The curve drawn for the mixture ratio 12.3 in Figure 17, |

corregponds only to the upper limit of inflammability.

3l. Hexane, CgH,, d,, = 0.663 - Experimental Conditions, .

A.—~ A praph similar to the ones above given will not be attempted

for the reaction of thig fuel; the reason is because the flame is

too weak in actinic properties to give a record sufficiently def-

inite for accurate measurement. There will be found in the ta-

ble that follows, however, some values that could be determined.
The photographs, excepting the first, are of a type given

by Figure 13, - the region where darkening of the plate occurs

‘is abrupte.

The propagations following the first passage of the flame
are well marked although'the first propagation Wwas so pale (Plate
I, photograph 3).

" The decrease in the limits of ignition is due to the weak

energy of the ignition spark.*

*The experimental results found for this case seem to confirm the
observations of W, . Thornton (Proc. R. S. London, 1914, 90, 297)
who connected the shortening of the limits of inflammabllity of
methane and some other hydrocarbons with a decrease of current in
the primary of the induction coil producing the sparke
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Mix- |- Duration of - o - .
tur combustion _ Velocity
ratio i :

in Remarks
c% secy/1000 m/sec.

: After Compres—
luminoug|{flame!| 2 sion

1000 ratio 4.3
Be3 ' No flame

Hean
sec.| maxima |minima |velocity

8.5 _ No flame

8.7 |26 to 27| 12.5| 6.8 10,1 | 4.4 6.1 | Progressive
luminosity

10.7 30 16.0 4.6 8.3 27 4.8 1st passage,
flame pale.

ad passage,
echo lumi-
nous.

34 passage,
echo less
luminous.

11.6 35 14.5| 4.6 8.0 2.7

N
Ul
*
oy

Flame very

pale, fol-

lowed by

increase

in luminos-
ity.

13.1 No flame
I

33. Hexane, O H , - Experimental Conditions, B (defined

above).— For these experimental conditions the limits of propa~—

gatiomr sre much better marked and it was possible to obtain a

o RS

curve of speeds for the mixture ratio, ¢ = 6.4.
From the graph above given (Fig. 18), it may be seen that

the speeds of propagation constantly increase with increasing
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values of . In the other figures given, the speeds at first
increase with increasing values of ¢ until a maximum is reached,
Whéh fﬁf%her“incfeaée of ¢ pfoduces'a decrease in speed.

For the wmixture ratio ¢ = 9.5, the following facts may be
observed: |

(a) With a mixture ratio ¢ = 10.1, the impressiom on the
film is much paler than that from c = 8.4 or from ¢ = 9.5

although the violence of the explosion is no less (as estimated
by the rebound of the ram) than in the other cases. The curves

representing the displacement of the flame front in time are in

; all respects the same as for the mixture ratio ¢ = 8.4.

(b) With a mixture ratio c¢ = 13.8, no darkening of the
photogréphic plate is appreciable and there is no perceptible
trace of the propagation. of the flame though in this case also
the violence of the reaction is not less than that for ¢ = 10.1
C.R. 187, 300, (1928).

There is then in this case a violent explosive reaction
yielding no photographically active rays. We shall ?evert to

this subject in a later chapter.

24, Influence of Initial Temperature.- Investigations of

the effect of initial temperature on the reaction were made with
benzene and with hexane. For the first-named of these hydrocar-
. bons there is given below a table by which the effect of an in-

itial temperature, 5500, 7000, and 8506, on the reactiom: of
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this fuel may be made. For the case of hexane the results are
given in graphic form in Figure 19. Temperatures are indicated
on the curves. The experimental conditions for these reactions

were those designated B.

Initial Duration Velocity Remarks

temp. in
before in S&C. meters per second c = 14, r=2>5
compres- 1060
sion total |flame | maxima|minima| mean Tube volume 37 cm3
1200 33 3 Propagatiomn only

slightly luminous.

40 41 17.7 7.0 1.5 3.80| Photographic record

55 31 11.1 13.0 4.0 6.00 well defined.

70 28 11.3 12.5 3.5 6.00 Darkening of plate
progressive

85 33 11.1 2.5 6.00| For reproduction of

these photographs,
see Plate II

From the above table, it is to be noted that:
1. The propagation is established with difficulty at ordi-

nary temperature, and that its rate of progress is slow.

2. That the velocity of propagation increases with increase

of initial temperature but that the rate of increase with temp-

~e8rature decreases rapidly.

Between 55°C and 85°C, initial temperature of the mixture
not much difference in effect 1s noticeable.
'4For the other fuel, ﬁe%ane, whbse feéﬁits'aférshOWn graph-
ically in Figure 19, no distinguishable variation in velocity is

noticeable for variations in initial temperature. The mean ve-
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locities required for the passage of the flame in the tube re-

‘main thg same. It is also to be noticed that for each tempera-

ture the maximum veloclty acquired is also the same.
The period required for attainment of maximum velocity seems
to decrease with increasing initial temperature. In a following

chapter an explanation of this phenomenon is offered,

85, Influence of Degree of Compression.- In the apparatus

used in these studies, the final wolume of the reacting gaseous
mixture remains constant v. The initial volume, however, is
variable,

There is given in Figure 20, a graphical resume of results
6btained from different initial compression ratios. The fuel
used was cyclohexane, GCgH ..

An increase in compression ratio

lst, diminishes the time necessary for the flame to trav-

erse the tube. In other words, it increases the mean velocity.

2d, it increases the value of the maximum velocity and
decreases somewhat the period required for its attainment.
There were other observations made with hexane; the results

confirmed the above statement.

Degree of Duration in + Velocity
compression sec/1000 meters per second
T total | flame maxima minima mean
3.1 30 18.5 8.9 ‘ 1.8 6.1
5l.1 25 | 10.7 | 10.5 2.3 - 7.2
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26. Influence of Tetrgethyl-Lead.—~ The effect of tetraethyl-

- lead was first observed on -a discontinuous type of propagation

like that shown in Figure 13,; +that i1s to say, in a propagation
characterized by an abrupt increase in the actinic qualities of
the flame.

Por thege obgservations, mixtures of cyclohexane and ethyl-
lead were made up containing 1 and 2% ethyl (by volumed in the
mixture. Plate III is a reproduction of the two photographs ob-
tained. It is to be observed that the development of abrupt
luminosity is less and less pronounced as the amount of ethyl
is increaced. (C.R. Ac. Sc. 186, 220 (1928) .) This character-
istic, shown by the photographs, leads one to think that the
effect of an anti-detonator is to render the successive phases
of an explosive reaction less abrupt.

On the other hand, we have been able to show that when the
experimental conditions B were imposed on the reaction of mix-
tures of ethyl and hexane (mixture ratios of hexane and air,
¢ = 18.8) all trace of the propagation disappeared from the
photograﬁhic plate although the explosiom took place with a vio—
lence certainly equal to those giving a well-marked trace.

The addition of 5% of the ethyl lead to the mixture brought
back a photographic figure on the plate. (C.R. Ac. Sc. 187, 300,
(1928).) 1If the disappearance of a trace of propagatiom from the
photographic plate was due to the establishment of the detonation

wave (This assumption seems justifiable from the work of Henne
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and Clark, "Spectographie de flammes dans un moteur a explosion?®

_CeR. Ac. Sc. 184, '1937),.then the reappearance of the image

following the addition of more ethyl-lead migthfe taken fo mean
that the additioh of the anti-detonator prevented the develop-
ment éf detonation.

Figure 20' permits a comparison of the actinic properties
of the flame with and without an anti-detonator present in the

mixture.

37. Influence of Length of Explosion Tube.—~ The influence

of the length of the tube seems to affect the duration of time
necessary to develop maximum velocity. The shorter the tube,
the shorter the time required to reach maximum velocity.

This may be observed in the graphic figures (14 and 15),
for the case of cyclohexane, and Figures 16 and 17 for the Gase
of cyclohexene.

A discussion of this phenomenon will be taken up in the

following chapter.

28. Remarks.- In the course of the experimental work it

was noticed quite accidentally but in a number of cases, that 1if
a succession of sparks followed the ignition of the mixture -
the flame having in thé meantime traversed 6n1y a fractiom of
the length of the tube — that the rate of propagation was Tre-
tarded. The tate of propagatiom is evidently the same at the
beginning in both cases, but it seems that the succession of

sparks following that producing ignition, have the effect of
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prolonging the period of minimum velocity. The curve here runs
nearly parallel with'the edge of the film for a longer time when
the sparks are continuous than‘ﬁhén only omne igﬁifﬁon-spark
passes, and this period‘is longer, the longer the sparks are con-
tinued. This retardatiom, which amounts practically to an arrest
of the'flame, éontinues from one to two hundredths of a second oI
during the interval of three successive sparks at intervals of
0.004 second,.

Chapter IV

Discussion of Preceding Results

29. General Aspect of the Figures.— The questions may arise

if the undulatory form of the flame trace may not be due to pure-
1ly accidental causes. In other words, if it may not depend on
the way compression and ignition are brought about in the gaseous
mixture, or perhaps by the rebound of the pistdn and the effect
this succession of events may have on the reaction process.

The period occupied by the piston. in coming to rest is gen-
erally much greater than the perlod occupied by the flame in
traversing the tube. The time occupied by the pistom in coming
to rest for those cases where the reaction is quickest, is 1/50
second, While the period required for the ﬁassage of the flame
is shorter, being about 8/500 second.

The experimental arrangement made use of in making these de-

terminations consists of a device by which the ram producing com-
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pression closes an electric circult as the piston reaches its
geating. The instant of closing the circuit is registered on a
revolving drum on which is registered at the same time the trace
of a calibrated tuning fork.

As still further proof, we give the reproduction of a photo-
graph obtained in the course of our experiments where the glass
tube broke before the piston and ram rebounded. It may be seen
that the flame not only had time to traverse the tube but that
the tube remained illuminated for a number of thousandths second.
(Plate IV).

In order to determine the effect of the impact of the Tram
on the piston, a number of exposures were made of the reactiom
when the piston wag pushed home without impact. These latter
records were not distinguishable from those where the falling
ram was used.

Since the ignition spark is induced by the ram as it drives
the piston home, ignition takes place an instant before maximum.
compression is reached. In other words, we can say "The spark
is slightly advanced." Usually ignition took place an instant
after maximum compression. In general, no changé in results
were noted.,

It is evident, from what has been stated above, that in
referenéé fo the timé of‘ai;eét‘ofrfhe pistor, the effect of re-
bound of the compressiom system after the reactiom has no effect

on the photographic records secured. The piston has also been
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prevented from rebounding'withouﬁ showing any change in the pho-

togiaph&crigééé:

The characteristics exhibited by the course of the flame
trace are fhen the characteristics due to the course taken by
normal burning induced in a short closed tube under the condi-
tions that have been described.

It was pointed out in Chapter I (See N.A.C.A. Technical Mem—
orandum No. 547 — Part I of this paper) that Le Chatelier found
that 1f the ignition took place at the closed end of a tube open
at the other end, the rate of propagation in such a case Was con-
tinually accelerated. Our observation of the flame movement,
started at the end of a closed tube, confirms his observation
of the propagation when first started, but in the arrangement
employed by us the rate of acceleration rapidly diminishes due
to the opposite closed end of the tube against which an impulse
igs reflected.

Jouguet wished us to state his conception of the processes
taking place under the conditions imposed on the reaction by
our experimental device. This we are glad to do.

From observations made of explosions in mines (by Taffenel),
it is found that all explosions which we have designated as nor—
mal burning, are preceded by an impulse wave-purely'meohanical
in its nature. This disturbance has been given the appellation

"chasse prealﬂﬂbv (Jouguet, “Mechaniqué des Explosifs.")
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This impulse wave originating in our glass tube by the ig-
nition of the explosive gases, propagates itself through the
mixture ahead of the flame by a wave gurface €D at the veloc-
ity of sound in the gases (Fig. 3l,a). However, in this case
it does not give rise to a vibratory movement of the gases but
propagaies itself simply as an impulse wave similar to that.
formed when a stone is dropped into a body of water at rest.

Figure 31,b illustrates, for a given case, the law govern-
ing the velocity of these waves.

The velocity is swmall for such a compression CD, near the
surface of the flame and in consequence 1ts position on the
curve PN, will lie close to the x-axis of the figure. It will
only be in the neighborhood of the point N that the wave Dbe-
comes well defined.

The flame advances at a rate of only a few meters per sec-
ond. The impulse CD advances with a velocity of the oxrder of
350 meters per second. The distance AC, then increases with
time.

If the tube is cloged dt the end toward which the impulse
is advancing, the impulse is reflected from this obstruction

and disturbs the propagation of the flame. In the actual exper-

imental case considered, this impulse would have time to be Te-

flected back and forth twenty-five times while the flame Wwas
traversing the tube once.

During the initial instants of propagation these reflected
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impulses modify the medium in which the flame is passing only to

a small extent (since the velocity is swmall in the neighborhood

- of ©D). In the neighborhood of the flame and immediately be-

fore it there is a building up of these impulses and in conse-

guence, an increase of veloclity relative to the flame front.
This explains the acceleratiom observed in the flame speed.

When the zone NP, preceding the flame front, reaches the
closed end of the tube it is reflected, its sign is changed, and
its effect is to retard the apparent speed of the flame. This
explains the diminution observed in the velocity of the flame.

Then fellows, as a result of successive reflections, an
equalization of the initial pressure differences set up in the
tube, the velocity of the flame becomes more uniform or at least
varies wore uniformly, as rnay be noticed in the figures near the

termination of the reaction.
*

30. The Reaction Takes Place by Successive Phases.— It has

been pointed out in a preceding chapter, (Section 14, page 3),
that there have been obtained under certain experimental condi-
tions, photographic records where a feeble actinic flame quality

was abruptly succeeded by a flame quality intensely actinic. It

was suggested that this abrupt change in the quality of the

flame might be due to a change in the chemical process., I the
change was due only to a quantitative change in the same chemical
reaction, it does not seem probable that the change would take

place abruptly.
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The different passages of the flame within the tube first

"~ int one direction, then in another,; that were noted in the ex-

perimental results with cyclohexane and hexane under experimental
conditions A, with gspark of weak energy - May they not corre-
spond to separate intermediate phases of the chemical reaction?

In support of this point of view it is to be mentioned that
various investigators have reported the.occurrence of products
of intermediate reactions in the case of slow combustion of hy-
drocarbons. For instance, Callendar (Engineering, 233, 147, 183,
210, 1937) found on submitting hexane to slow combustiom, that
various aidehydes were formed in abundance.

According to Bone, any hydrocarbon submitted to the process
of slow ccocmbustion exhibits a tendency to transform its H atoms
into groups of OH molecules with the liberation of energy.

Thig is the theory of hydroxylatioﬂ that seemg well confirmed by
the recent work of Landa (C.R. Ac. Sc., February 37, 1928).

\The formation of intermediate products in the course of the
reactiom would appear from the point of view of atomic physics,
infinitely more reasonable than the direct formationm of (€O, and
H,O0 which would necessitate an extraordinary coincidence of def-
inite atomic impacts. - ¥n the case of the combustion of benzene )
the simultaneous meeting of 17 molecules if the reaction took
place directly between the initial molecules and the forﬁation

of 00, and H,O.
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3l. Explosive Limits.—~ In the results given in the preced-

ing chapter the richness of the mixture Tatios ¢ = hydrgg?rbon ,

has been progressively reduced till no flame trace appeared on

the photographic plate.

The oufves showing the propagation of the flame.for the
least mixture ratios (Figs. 13, 15, 17 and 18) were obtained for
mixture ratios only a little greater than those that Zave no
photographic record.

It could be assumed for the cases giving no actinic radia-
tion that there was no flame propagation. If there was an ex-—
plosion, it would produce a mechanical effect (the piston would
rebound further than for a charge of noncarbureted air). Now,
for all of these weak mixture ratios that gave no photographic
record, there was observed no corresponding mechanical effect on
the piston. We conclude, then, that there was no explosion in
those cases giving no photographic record.

Now the richness of these mixbure ratios is relatively great
since they lie near the theoretical chemical ratio for complete
combustion; they are all greater than the iInferior limits given
by other authors.. ‘ |

There ig given in the table that follows, in one colummr the
hydrocarbon, in the other its proportiom in the chemicsl equation
for complete combustion, and in the third the lower 1limit of prop-

agation as observed.
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Composition of Fuel
v by weight Inferior Limit
© o Hydrodarbon - corresponding to (observed)
Chemical Equabtion : S
G He 7.6% 6.9 < c £ 7.5
CeH,p 6.5 6.7 « c < 7.8
CeH,yq 6.7 7.6 < ¢ < 8.3
CgH, , 6.3 5.9 « ¢c < 6.4

If the performance of a gas engine be calculated from these
figures (the cylinder bore and r.p.m. being known), a figure is
obtained that is notably higher than that correspénding to the.
actual working of the engine. The explosions in the cylinder of
the engine occur for weaker mixture ratios than the figures given
above would indicate.

But it should be borne in mind that the explosive mixture
in the engine cylinder is not homogeneous. Suspended in the
mixture are globules of liquid fuel. The conditions existing
within the cylinder of the actual engine are different from
those under which our observations were made.

According to investigations made by Pignot (Bulletin Tech-
nique de 1'Aeronautique No. 34, Mag. 1936) auto-ignition by ad-
iabatic compression takes place with even weaker mixtures. In
this case, however, it is easy to conceive that the energy nec-
éssary to maintain propagation would be less than in the other
cases because the entire charge is brought to a temperature very

nearly that of ignition.
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383. Normal Burning and Detonation.- There was stated in
Section 3 (See N.A.C.A. Téchnical Memorandum Ne. 547 - Part I
of this paper, page 10) the hypothesis that the explosive wave
develops when coincidence exists at all points in the explosive
mixture between the zone of chemical reaction and the mechanical
impact wave (between the impact wave and oombustién). On this
hypothesis analytical formulas have been deduced that.give Te-
sults in remarkable agreement with results experimentally ob-
tained by Vieille, Le Chatelier and Dixon. (Jouguet, "Mechanique
des Explosifs," p. 333.)

It scems logical to assume that the explosive wagve is a lim-
iting condition, and that there should be found every order,of
impact wave propagated ahead of the wave of chemical reaction,
the flame.

The first action, in fact, occurs at the moment a certain
amount of energy is liberated and this participates in the chem-
ical reaction induce%.‘ This in its turn has a modifying influ-
ence on the process following. For each degree of these two ini-
tial processes there will result différent initial ignition pro-
‘cesses. ‘ “

The more intense the impact wave the higher will e the tem-
perature induced in it and the more important will be the first
chemical reaction induced. The succeeding flame is of less im-
portance in proportionm as its reaction.energy ig of less impor-

tance than the energy of the impact wave.
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A complete reaction due to the passage of an impact wave
- constitutes an explosive wave leaving no flame behind it.

These considerations seem to be supported by our experi-
ments with hexane rendered more and more rich. Itiwas shown
that with a mixture ratio 8.4, there was obtained a well-marked
photographic record; with a mixture ratio 10.1, the record was
pale but the mechanical effect of the explosion was not lessened;
with a mixture ratio 12.8, the record was not distinguighable
although the violence of the explosion Was apparently the same.

Henne and Clark (C.R. Ac. Sc. 184) have reported that they
obtained from an explosive wave in a cylinder, ultra-violet rays
extending to 3380 £, while from ordinary normal burning they
could secure them only to 3400 KA.

It seems/gggg the weakness of a photographic impression
might be attributed to detonation - the glass of our tube and
lens system arresting the ultra-violet rays.

The first photographic impression cited above would then
correspond to normal burning; the sécond to a normal burning
rmuch attenuated by the passage of an intense impactlwave in front

of the flame; the third case to detonation.

33, Role of Anti-Detonantse-— The effect of tetraethyl-lead

is to confine the luminous radiations to the range of the visible
spectrum as indicated in Section 26. If the hypothesis stated

above concerning the effect of anti-detonants, is accepted, then
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it appears that thelr effect 1s ﬁo retard the chemical action
due to the impact Wave that precedes the flame.

It hos clso been noted that the effect of anti-detonaktors
is to oppose aobrupt changes in the reaction. It is interesting
to compeore the results given in Section 236 and shown in Plate
ITI, with results obtained réoently by Callendear (Engineering,
February 4, 1937, p. 147). He attributes the development of
the explosive wave to the formation of peroxides that decompose

with violence. According to this zuthor, the presence of an

anti-dctonator prevents the formation of these peroxides.

%4. Remorks on the Existence of "lo chasse prealable."- It

was stated in Section 37 that maximum velocity was reached at the
end of o longer vericd in o long tube than it was in a short tube.

If "la chassc prealable" is in reality the cause of the re-
tardation of the accelerating'velooity, then it is reasonable
thot it should »nroduce its retardation later in a long tube thaon
in o short one, since in a long tube it would have further to go.
This conclusion is in accord with observation.

It hes clso been pointed out that maximum velocity is at- \
tained the quicker the higher the initial temperature.

The "ohasse prealeble that is assumed to cause the arrest
of accelerntion propagates itself then more rapidly in o mixture
of high tewperature than in a mixture at low temperature. If
the "chasse" is indeed o mechanical lmpulse then it should prop-—
agate itself the more rapidly in a worm medium, aé in the case

with sound.
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Chapter V
An Analytical Study'of Propagatich in a

Combustible ixture Confined in a Closed Tube

35. Hypotheses.— Consider a cylinder closed at its two ex-
tremities and containing an explosive ignited at one'énd.

We will carry out the proposed analysis in the way already
adopted by ache (Die Physik der Verbrennungserscheinungeﬁ,
Leipzig, 1918) in his study of the propagation within a sphere
fired at the center.

Suppose the propagatiqn to proceed by thin sections .perpen-—
dicular to the axis of the cylinder. The propagation takes
place in such a way that there 1s no heat exchange from one sec-
tion to the other? neither between the burned gases and the
gases not burned, nor between the gas and the walls of the con-—
tainer.

The pressures are assumed to edqualize themselves instantlye.

The sections burned are not at the same temperature. This
assumption is rational since a section taken anywhere in the in-

itial gases will be compressed at the moment of combustion. The

*This hypothesis, which is made to simplify calculations, would
seem to e in contradiction to the statement made concerning
normal burning in Section 4 (See N.A.C.A. Technical Memorandum
No. 547 — Part I of this paper, page 10); the transmission of
heat from one section to the other contributes, in fact, to the
propogation but increase of temperature due to compression,
tekes place, nevertheless,
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more it has been compressed the more its temperature will
be raised by its combustion. In Teturn, all the burned gases
are at'the same temperature.

It is further assumed that there is no turbulence, no dis-
sociation, and that the consideration is confined to the pro-

cesses of normal burning.

38, Relation of Specific Heats at Constant Pressure: Before

/
bustible mixture at temperature T'g. If the temperature of com-

Combustion <G‘(p)§, after (G"(p)\.~ Consider a gaseous COl-

bustion of the mixture is determined at constant pressure, 1ts
temperature becomes T",, the heat liberated by combustion being
Qo(p) (heat combustion).

'If, before the heat of combustion is determined, thé temper—
ature of the mixture be raised to T!', the temperature after
combustion will be T'.

From the relation between the initial and final state of
the gases we have the relation

T'% 't v '
Qlp) = [ = C"{p)aT = [~ O"p) &T - / Cl(p) dT-
» ale

T T

The second eduation may be written
TH T!
hl ", = H
"fI‘"O C (P) dT 4:0 C (P) dT

On the assumption that the spécifio heats remain constant,

we would have
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G"(p) (T" — T"O) - C‘(p) (T' _ T’O‘)’
which may be written
C'(py T" = C'(py Th = Cp) TV = Cl(p) Tl = K (1)

This is a relation between initial temperature and the tem-

perature of combustion at constant pressure.

' 37. The Relation between the Fraction of the Fuel Burned

and the Pressure.- Let x = ﬁ, m being the mass of the mixture
burned up to the instant considered.

x will vary between O and 1 as m varies between O and

Since m = Mx, the mass of the elementary sectiom occupying
the front of the flame will be dm = M dx.

Its volume will be +vdm, Vv being the specific volume of
the burned gases.

We may then write

Ve Mydm=u " vadzx=U vy, (2)
(o]

o
vy = mean specific or initial volume.
In the gases not yet burned, we would have
p¥Y vl = F' = poY vy, F! = constant.

“In thée burned gases this adiabatic function will not remain

congtant. It is»a function of x:

" — iy
pl/‘Y v" = F (X)"
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Corresponding magnitudes are indicated by accents. One ac-
cent stands for unburned gases, two accents for burned gases.

It may be assumed that the combustion of an elementary sec-
tion takes place at conéfant Pressure. By application of equa-

tion (1) we may then write

on TM ~ O' T' = K (1)
Tt = initial temperature of the section considered. )
T" = temperature of combustion of this sectlon.
We know that
R | R
C= y - 1 J

Equation (1) then becomes

v 1 -2 " ' 12 1
_‘Y.ﬁ_-——Tp 'Y“F(X)"‘ - P ‘\—(’_'F =X J

from which
iy N LN S Tl . =gy s)
F () = Pyt (K T+ g p¥Y P (5)
Thig is a relation between the value of F" and the correspond-
ing pressure p
Let us seek a relation betWeen p and X.

. Equations (3) and (4) give

vl = jo) r’%’ ! v = p_r’%m F"(X>_

-
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Equation () may be written in the form of
1 X S
S vdx=/"v"dx+ [ vidzx= v .
o ! pe
If v" and v! are replaced in this equation by their wval-

ues given above
— iyt X —1/y!
P Y _é Fl(g) dx + p LY F'_é dx = Vpy
from which

éx Fllg) dx = vy PN p%"‘%x (1 - x),

By differentiating in respect to x, we have

Flx) =¥ PV + I:”l“n Vi P%’_l‘\/%ﬁ%—‘)F'p%W—%r : (1-—x)j]% (6)

This equation may not be integrated, but if it is considered
in view of the relation expressed in (5), we have

- T __' 1 ) d
(Y" - 1)KJ = ST Flpl- %n._,_l;vm + _’X.Try_ Ftp~'—$i ‘_(1—;{)1 a—g (7)

This is a relation between x, p and %% and may be written

.

mygx Uyt 1 dx

Integréting between x and 1

‘v 1 1.
(V" = 1) KJ (1 - x) = vy (p - D) - a0 F'p " F (1 - x).

For x =0, p = py:
(8)

-

] 1 1 - 7
B = Dot '%1[%{*‘1— F' po 74+ (y" - 1) KJJ

Substituting this value in the preceding relation, we have




W.A.C.A. Technical iemorandum Nep. 548 30

(1 -x) = " (B - ©) - . (9)

.V V2 ) o
pErEpe

This is the relation sought between p and x.

Y
Let m = —, then m
Po

Il

spe

, and recall that

P o= pol/(Y“ Vm

I = KJ _ KU J
Let H = X R
where ' is the molecular weight of the mixture,

R is the gas constant,

R' 1is the gas constant referred to 1 gram.

Then

M= e (v - 1) B (10)

and ™., -1 ’
(1 - x) = — - (11)
B AR A St T - ;
o Y + (Y 1? T |

~Let us designate by Vy the volume occupled by the burned
gas at the instant the fraction x of the unburned gas is enter-.

ing the combustion zone. Then from the preceding (2) we may

write

-2
VeVyg=udv! (1-x)=Uvgnm Y (1L-x)=vm ¥ (1-x),
from which according to (11)

-
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: =10 _TTO - T
Vg =Vil-m Y ¥ y1 1 H
L
e L e T o (Y - 1) =
Y - 1 Y ( ? To

(12)

We shall not attempt to apply formulas (10), (11), and (13)
in order to obtain in the particular case of the compbustion of
a mixture of benzene and air, the value of m, and the way ™

varies as a functiom of x.

38+ Calculation of K.- Consider the following reaction:

3 CoHg + 7450, + 30 Ny = 6 GO, + 3 Hz0 + 30 Ny + CeHe
156 g 240 840

(A mixture is selected of the same composition as that for which
the velocity of propagatiom has been determined.)

The initial temperature of the mixture is T'y. If the re-
action was initiated at this temperature, then the temperature
attained would be T",. But since the mixture is heated before
ignition, the final temperature will Qe designated by T", .

We have seen from the preceding that
Qo(p) = Q" T"o - o Tlo
(Q (p) is the heat of combustion at constant pressure.)

on Tnl - Tll = QN Tno - Ot T!O = K

from which

K = Qo(p) - (01 = O7) Tt

We take for the heat of combustion of benzene; 9545 cal per g.

For one gram bf the explosive mixture there will be
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L2+ = 0.0830 grams of benzene burned. This will produce
= Qo(p) = 0.083 x 9545 = 603 calories.
The specific heat of the mixture is given by

= 2mC
¢ am

For C' at T'y = 373°, we take for
O, 0.3058 (Holborn u. Henning)

N, 0.2350 —— —

CzH, 0.375 (Aubert, vapor between 130 & 2230).

We shall calculate C% at 2000° by Pier's formula, which
is applicable to.2000°.

N, 0.2459 + 16.1 x 10 =~ X 3000 0.378

8

00, 0.1997 + 75 x 107° x 2000 — 21.6 x 107° x 2000 0.281

12

H,0 0.4472 + 37.8 x 107° x 3000 - 11.1 x 1077 x 2000 0.592

CgcH, (NWo precise value known, we take) 0.400
From these values we have calculated the specific heats of

C' = 0.355 ¢" = 0,300

from whickh we find

K = 803 + (0.300 - 0.255) x 2373 = 591 calories.

39. Colculation of H, ¥', ¥Y" .~ We have taken the relation

. _ K M'J

R
m = moleoularlmass of the mixture.

Substituting numerical wvalues




T

- e

N.A.C.A. Technical Memorandum Ko. 548 33

4 - 591 X 31.3 x 4.18

5= ~ = 9330,
We know that
0 = RY
Ju (Y - 1)
) -
Y =
1 - __R
Jd CM
1
1
Y' = - 5
J C' M!
"o 1
Y = ] &
Passing to numerical values,
Yl B 1.38 'Y" = 1-26

We are in possession now of all magnitudes necessary to sat-

isfy formulas (10), (11), (13):

Y' o= 1.33, YY" = 1.38, H = 9330, T, = 539
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40, Numerical Values.- The following table gives some

values caloulated by the aid of formulas given abover

1.2 0.047 0.17
2.0 0.228 0.54
3.0 04457 0.77
4.0 0.690 0.8956
9.0 0.935 0.980
5.38 =, 1.C00 1.000

It results from the preceding theory:
1. That the pressure in a closed tube is very nearly pTro-

portional to the mass of the mixture burned.

3. That the displacement of the flame is at first rapid as
compared to the mass of mixture burned. Toward the end of burn-

ing it becomes slower while the mass burned is greater.

5« Presgsure increases slowly at first as compared with
flame digplacement and increases rapidly toward the end of the

reactione

4, We have no theory to offer connecting the variatiom of
these factors with time. The photographs obtained may in a way
supply this deficiency since they show the position. of the flame
gﬁ as a function of time. These records, however. we hold as

incomplete since the passage of the flame does not complete the
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reaction. It indicates only an unknown function of it.

41, Note.- The material presenfed in this paper is the
result of a very incomplete study that it is our intention to
continue and extend.

It is planned to use a tube as well as a lens of quartz;
to make provision for further modifications in the tube's dimen-

sions, and to study other gaseous mixtures.

In closing, we wish to express our gratitude and obligation
to all those who have assisted in any way, but especially our
acknowledgments are due to Professors Cotton and Jouguet, who

have given us many valuable suggestions.
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'PLATE I1.Photos obtaihed with same mixture
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